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FRAME — SET IN FULL BED OF MORTAR
2'—6" DIA. MAX.
2'-0" DIA. MIN.

ADJUST TO GRADE WITH MAX.
OF FOUR COURSES OF BRICK

POLYRTHYLENE JOINT SEALANT,
COLOR TO MATCH PAVEMENT

FULL DEPTH 3/8” PREMOLDED
EXPANSION JOINT MATERIAL,
(CLOSED, CELL POLYETHYLENE,
CORK OR RECYCLED RUBBER
MATERIAL)
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6”X6” PT TIMBER EDGE SECURED
WITH 18" NO.4 REBAR
10" o.Cc. FIBAR MULCH
~0.5% SLOPE FROM
CROWN
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oL e ) FABRIC (TYP.)

SECURE FLAT PANEL
WITH 60 PENNY PINS OR
DUCT TAPE AS REQUIRED

COMPACTED SUBGRADE
(TYP.)

FIBAR MULCH WITH FLAT PANEL DRAIN

SCALE: NONE

6” CAP BLOCK\

PRECAST REINFORCED CONCRETE
MANHOLE ECCENTRIC CONE

WELDED WIRE FABRIC (TYP.)

PRECAST REINFORCED CONCRETE TONGUE
AND GROVE RISERS AS REQUIRED

LIFTING HOLES (TYP.)
FILL WITH MORTAR

5" WALL

WATERTIGHT
GASKET OR SEALER

CONCRETE OR BRICK &
MORTAR INVERT

12" GRANULAR FILL
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. MIN. 4” FROM TOP & 4-0" DIA
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GENERAL NOTES

1. 5 OR 6’ DIA. PRECAST BASES MAY BE USED WHEN REQUIRED DUE TO SIZE OR NUMBER OF PIPES AT THE
MANHOLE. PRECAST REDUCERS WILL BE PLACED ABOVE THE 5 OR 6' BASES AS DIRECTED BY THE ENGINEER.
WALL THICKNESS TO INCREASE 1” FOR EACH 1’ OF INSIDE DIAMETER INCREASE.

2. FRAME DIAMETER OF 3'-3" WITH 4" FLANGE MUST BE USED WHEN THE TOP DIA. OF THE PRECAST CONE IS LESS
THAN 3'—6". ALL OTHER FRAME DIMENSIONS ARE TO REMAIN THE SAME.

3. MINIMUM CONCRETE COMPRESSIVE STRENGTH OF F'c

STORM DRAINAGE MANHOLE

SCALE: NONE
STM—109—-CT

MIN.

4000 PSI SHALL BE OBTAINED PRIOR TO SHIPPING.

8" CAST IRON GRATE
CONCRETE SLAB
LOAM & SEED
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SUBGRADE

AREA DRAIN

SCALE: NONE
STM—116—CT

(HDPE OR PVC)

RISER PIPE (HDPE OR PVC)

12" SUMP TO BE PROVIDED

PLUG

BACKFILL MATERIAL SHALL BE
GRANULAR FILL IN 6" LIFTS
AROUND DRAIN

BACKFILL AND SURFACE
TREATMENT VARY

GROUND LEVEL

P
\

VARIES
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]//

e

FREE DRAINING BACKFILL
PLACED TO 1°-0" DEPTH

BEHIND WALL
24" W, 18" H, 2 SIDED TOP BLOCK \>_ m_< . | T
I : NON WOVEN GEOTEXTILE
" " : ! FABRIC
24" W, 18" H, BOTTOM BLOCK - Y\ |/
\ : GRANULAR FILL
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GROUND LEVEL
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6" PERF. DRAIN PIPE
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2. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

3. A LEVELING PAD OF 3/4” CRUSHED STONE, 8" DEEP AND EXTENDING AT LEAST 12" BEYOND THE FRONT AND
THE BACK OF THE BASE BLOCK, SHALL BE INSTALLED. A SURFACE TREATMENT OF TWO (2) COATS OF
CHEMTEC ONE CONCRETE DENSIFIER SHALL BE APPLIED PER THE MANUFACTURER'S RECOMMENDATION. A
MINIMUM SOIL BEARING CAPACITY OF 3000 PSF IS REQUIRED BENEATH THE LEVELING PAD.

GRAVITY RETAINING WALL

SCALE: NONE
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MODULAR BLOCK WALL SHALL BE REDI-ROCK PRODUCT LINE, COBBLESTONE FACE MOLD OR APPROVED EQUAL.

5 MINIMUM COVER

ADJUSTABLE VALVE BOX PER LOCAL WATER
DEPTARTMENT STANDARDS

FINISH GRADE
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6" GATE VALVE
( M.J. FITTINGS (TYP.)
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GATE VALVE

SCALE: NONE
WTR-102—-CT
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CONCRETE SUPPORT

UNDISTURBED MATERIAL

RETAINING WALL

SLOPE SUBGRADE 0.5% TO
COLLECTOR TRENCH

FIBAR MULCH

FLAT PANEL DRAIN
(TYP.)

4.5 OZ. GEOTEXTILE

FABRIC (TYP.)

N
S
N

90% COMPACTED 100% FRACTURED STONE

AGGREGATE BASE. (COLLECTOR BASE STONE).
100% FRACTURED, NO ROUND STONE

\

_\ 6" PERFORATED PVC PIPE PERIMETER

FIELD DRAIN

T COMPACTED SUBGRADE (TYP.)
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COLLECTOR DRAIN
SCALE: NONE
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3/4” CRUSHED STONE
OR SCREENED GRAVEL
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PROPOSED PIPE

1. CONCRETE IS TO BE USED TO ENCASE ALL SANITARY SEWERS AND SERVICE
CONNECTIONS WHICH ARE WITHIN 18 INCHES OF A WATER MAIN. ENCASEMENT
SHALL BE A MINIMUM OF 6 INCHES AROUND THE SANITARY SEWER, WATER PIPE
AND/OR SERVICE CONNECTION AND EXTEND A MINIMUM OF 10 FEET BEYOND THE
WATER PIPE AND 10’ FEET BEYOND THE SEWER PIPE.

2. SAFEGUARD AND PROTECT EXISTING UTILITIES FROM DAMAGE OR MOVEMENT AND
PROVIDE TEMPORARY SUPPORT AS REQUIRED.

TYPICAL UTILITY CROSSING

SCALE: NONE
UTY-102—-CT

CORPORATION STOP PER
LOCAL WATER
DEPARTMENT

REQUIREMENTS
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VALVE BOX (ADJUSTABLE)
PER LOCAL WATER

CURB STOP PER LOCAL
WATER DEPARTMENT
REQUIREMENTS

OTHERWISE APPROVED

AS REQUIRED, BUT NOT;
LESS THAN 5 UNLESS

-
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e
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CROSS COUNTRY ———=1=— PAVED

FINAL GRADING
EXISTING GROUND SURFACE

MATCH EXISTING

/ PAVEMENT STRUCTURE
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6” MINIMUM IN LEDGE

PAYMENT LIMITS FOR
ROCK EXCAVATION

=L Y

S| 4" MINMUM LOAM ;

@ AND SEED < SHORING AND BRACING OF TRENCHES
o AND OTHER EXCAVATIONS SHALL BE IN
< ACCORDANCE WITH THE LATEST OSHA
> COMW#EQ"& / —— STANDARDS AND INTERPRETATIONS, TO
| (SEE SPECIFICATIONS g —] ALL OTHER APPLICABLE CODES, RULES
e FOR COMPACTION X AND REGULATIONS OF FEDERAL, STATE
x REQUIREMENTS) X AND LOCAL AUTHORITIES, AND AS

Y TRENCH | WIDTH REQUIRED TO MAINTAIN SAFE WORKING
8 CONDITIONS AT ALL TIMES.

z

3 -

=) 6" MIN [~ COLOR—CODED WARNING TAPE PLACED
S FULL LENGTH OF TRENCH

DENSE GRADED CRUSHED
STONE COVER AND BEDDING

PIPE

COMPACTED SUBGRADE

EXCAVATION IN LEDGE —[=——"EXCAVATION IN EARTH

TYPICAL PIPE TRENCH SECTION

DEPARTMENT REQUIREMENTS

PROVIDE 2 CU. FT. OF 3/4”

CRUSHED STONE
3/4” COPPER PIPE UNLESS OTHERWISE
REQUIRED/SHOWN ON PLANS

SADDLE REQUIRED IF PVC PIPE IS USED
WATER MAIN

WATER SERVICE CONNECTION

SCALE: NONE
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SCALE: NONE
UTY-103-CT
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REINFORCED CONCRETE DUMPSTER PAD

SCALE: NONE
PVT-107-CT

A New Facility for:

Educational Playcare

Storrs Center Storrs, Connecticut

REVISIONS:

l. 10-16-12 Response to
Comments

SCALE: AS NOTED
DATE: 26, SEPTEMBER 2013
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